
MOON  O   JACK  O   GRIDLINE



Moon – A whisper of light, carved by nature
Born from the earth, shaped by hand, Moon is more than a lighting fixture 
- it is a quiet presence. Crafted from pure alabaster, each piece carries 
the gentle veins and soft translucence of stone touched by time. Its 
glow is not harsh, but a tender shimmer, like moonlight spilling through a 
window. In any space, Moon brings calm, warmth, and the quiet beauty of 
nature, held in a timeless form.

Jack – Simplicity in every detail
Meet Jack - a light that shines with ease, where form meets function 
in quiet harmony. With a clever mounting system, Jack embraces the 
idea that beauty should never be complicated. It clicks into place like 
a thought completed, seamless and sure, transforming any space with 
grace and clarity. Stripped of excess, yet full of intention, Jack stands as 
a tribute to the elegance of simplicity - a light not only to see by, but to 
admire in how effortlessly it becomes part of your world.

Gridline – Light with intent
Gridline draws its lines with purpose - slender, elegant, and serene. 
Designed for the modern workspace, it offers clarity without glare, a 
calm presence above the noise, casting light that works as quietly as you 
do. With tailored dimensions and a palette of refined colours, Gridline 
adapts, aligns, and disappears into architecture - not just a fixture, but a 
fluent part of your space’s rhythm.
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TRI-MOON SUSPENSION

TRI-MOON ROD

LED Lm
POWER
CCT-CRI

DIMMING

LED Lm
POWER
CCT-CRI

DIMMING

FINISH

FINISH

REMARKS

REMARKS

3x 529 lm
3x 6,7 W -230 V
2.700 K / 3.000 K / 
D2W (1800-3000K) / CRI +90
(A) 1-10V / (DA) Dali / (PD) Phase dim

3x 529 lm
3x 6,7 W -230 V
2.700 K / 3.000 K / 
D2W (1800-3000K) / CRI +90
(A) 1-10V / (DA) Dali / (PD) Phase dim

black / alabast

black / alabast

Built-in driver
Globe Ø 100 mm
Cable length 3 m / can be shortened during installation
Base finish available in white on request
Alabast is a natural product, every Moon is unique

Built-in driver
Globe Ø 100 mm
Base finish available in white on request
Alabast is a natural product, every Moon is unique

A6227B/3M/927/A
A6227B/3M/927/DA
A6227B/3M/927/PD

A6227B/R/3M/927/A
A6227B/R/3M/927/DA
A6227B/R/3M/927/PD

A6227B/3M/930/A
A6227B/3M/930/DA
A6227B/3M/930/PD

A6227B/R/3M/930/A
A6227B/R/3M/930/DA
A6227B/R/3M/930/PD

A6227B/3M/D2W/A
A6227B/3M/D2W/DA
A6227B/3M/D2W/PD

A6227B/R/3M/D2W/A
A6227B/R/3M/D2W/DA
A6227B/R/3M/D2W/PD

Tri-Moon Suspension 927 1-10V
Tri-Moon Suspension 927 Dali
Tri-Moon Suspension 927 Phase dim

Tri-Moon Rod 927 1-10V
Tri-Moon Rod 927 Dali
Tri-Moon Rod 927 Phase dim

Tri-Moon Suspension 930 1-10V
Tri-Moon Suspension 930 Dali
Tri-Moon Suspension 930 Phase dim

Tri-Moon Rod 930 1-10V
Tri-Moon Rod 930 Dali
Tri-Moon Rod 930 Phase dim

Tri-Moon Suspension D2W 3000-1800K 1-10V
Tri-Moon Suspension D2W 3000-1800K Dali
Tri-Moon Suspension D2W 3000-1800K Phase dim

Tri-Moon Rod D2W 3000-1800K 1-10V
Tri-Moon Rod D2W 3000-1800K Dali
Tri-Moon Rod D2W 3000-1800K Phase dim

MOON series

IP20

IP20
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MOON SUSPENSION I8MOON SUSPENSION O4

MOON SUSPENSION trimlessMOON SUSPENSION O6

LED Lm
POWER
CCT-CRI

LED Lm
POWER
CCT-CRI

LED Lm
POWER
CCT-CRI

LED Lm
POWER
CCT-CRI

FINISH
BASE DIMENSIONS

FINISH
BASE DIMENSIONS

FINISH
BASE DIMENSIONS

FINISH
BASE DIMENSIONS

REMARKSREMARKS

REMARKSREMARKS

529 lm
6,7 W @ 180 mA 37 Vdc
2.700 K / 3.000 K / 
D2W (1800-3000K) / CRI +90

529 lm
6,7 W @ 180 mA 37 Vdc
2.700 K / 3.000 K / 
D2W (1800-3000K) / CRI +90

529 lm
6,7 W @ 180 mA 37 Vdc
2.700 K / 3.000 K / 
D2W (1800-3000K) / CRI +90

529 lm
6,7 W @ 180 mA 37 Vdc
2.700 K / 3.000 K / 
D2W (1800-3000K) / CRI +90

black / alabast
Ø 80 mm

black / alabast
Ø 40 mm x 45 mm

black / alabast
Ø 70 mm
concrete Ø 65 mm

black / alabast
Ø 60 mm x 30 mm

Globe Ø 100 mm
Cable length 3 m / can be shortened during installation
Driver not included / for driver matrix see www.exterus.be
Alabast is a natural product, every Moon is unique

Globe Ø 100 mm
Cable length 3 m / can be shortened during installatio
Driver not included / for driver matrix see www.exterus.be
Alabast is a natural product, every Moon is unique

Globe Ø 100 mm
Cable length 3 m / can be shortened during installation
Driver not included / for driver matrix see www.exterus.be
Alabast is a natural product, every Moon is unique

Globe Ø 100 mm
Cable length 3 m / can be shortened during installation
Driver not included / for driver matrix see www.exterus.be
Alabast is a natural product, every Moon is unique

A6227B/I8/927
A6227B/I8/930
A6227B/I8/D2W

A6227B/O4/927
A6227B/O4/930
A6227B/O4/D2W

A6227B/TR/927
A6227B/TR/930
A6227B/TR/D2W

A6227B/O6/927
A6227B/O6/930
A6227B/O6/D2W

Moon Suspension 927 I8
Moon Suspension 930 I8
Moon Suspension D2W 3000-1800K I8

Moon Suspension 927 O4
Moon Suspension 930 O4
Moon Suspension D2W 3000-1800K O4

Moon Suspension 927 Trimless
Moon Suspension 930 Trimless
Moon Suspension D2W 3000-1800K Trimless

Moon Suspension 927 O6
Moon Suspension 930 O6
Moon Suspension D2W 3000-1800K O6

IP20IP20

IP20IP20

76



MOON SUSPENSION AC

LED Lm
POWER
CCT-CRI

DIMMING

FINISH
TUBE DIMENSIONS

REMARKS

529 lm
6,7 W - 230 V
2.700 K / 3.000 K / 
D2W (1800-3000K) / CRI +90
Phase dim

black / alabast
Ø 40 mm x 135 mm

Built in driver / (PD) Phase dim
Globe Ø 100 mm
Cable length 3 m / can be shortened during installation
Alabast is a natural product, every Moon is unique

A6227B/927/ACB/PD
A6227B/927/ACW/PD
A6227B/930/ACB/PD
A6227B/930/ACW/PD
A6227B/D2W/ACB/PD
A6227B/D2W/ACW/PD

Moon Suspension AC 927 Phase dim black tube
Moon Suspension AC 927 Phase dim white tube
Moon Suspension AC 930 Phase dim black tube
Moon Suspension AC 930 Phase dim white tube
Moon Suspension AC D2W 3000-1800K Phase dim black tube
Moon Suspension AC D2W 3000-1800K Phase dim white tube

IP20
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MOONdrop SUSPENSION

MOONdrop WALL

LED Lm
POWER
CCT-CRI

LED Lm
POWER
CCT-CRI

FINISH

FINISH

REMARKS

REMARKS

529 lm
6,7 W - 230 V
2.700 K / 3.000 K / 
D2W (1800-3000K) / CRI +90

529 lm
6,7 W - 230 V
2.700 K / 3.000 K / 
D2W (1800-3000K) / CRI +90

black / brass / alabast

black / brass / alabast

Built in driver / (DA) Dali / (PD) Phase dim
Globe Ø 100 mm
Cables can be shortened during installation
Alabast is a natural product, every Moon is unique

Built in driver / (DA) Dali / (PD) Phase dim
Globe Ø 100 mm
Alabast is a natural product, every Moon is unique

A6227B/MDS/927/DA
A6227B/MDS/930/DA
A6227B/MDS/D2W/DA

A6228B/MDW/927/DA
A6228B/MDW/930/DA
A6228B/MDW/D2W/DA

A6227BM/MDS/927/DA
A6227BM/MDS/930/DA
A6227BM/MDS/D2W/DA

A6228BM/MDW/927/DA
A6228BM/MDW/930/DA
A6228BM/MDW/D2W/DA

A6227B/MDS/927/PD
A6227B/MDS/930/PD
A6227B/MDS/D2W/PD

A6228B/MDW/927/PD
A6228B/MDW/930/PD
A6228B/MDW/D2W/PD

A6227BM/MDS/927/PD
A6227BM/MDS/930/PD
A6227BM/MDS/D2W/PD

A6228BM/MDW/927/PD
A6228BM/MDW/930/PD
A6228BM/MDW/D2W/PD

Moondrop Suspension black 927 Dali
Moondrop Suspension black 930 Dali
Moondrop Suspension black D2W 3000-1800K Dali

Moondrop Wall black 927 Dali
Moondrop Wall black 930 Dali
Moondrop Wall black D2W 3000-1800K Dali

Moondrop Suspension black + brass 927 Dali
Moondrop Suspension black + brass 930 Dali
Moondrop Suspension black + brass D2W 3000-1800K Dali

Moondrop Wall black + brass 927 Dali
Moondrop Wall black + brass 930 Dali
Moondrop Wall black + brass D2W 3000-1800K Dali

Moondrop Suspension black 927 Phase dim
Moondrop Suspension black 930 Phase dim
Moondrop Suspension black D2W 3000-1800K Phase dim

Moondrop Wall black 927 Phase dim
Moondrop Wall black 930 Phase dim
Moondrop Wall black D2W 3000-1800K Phase dim

Moondrop Suspension black + brass 927 Phase dim
Moondrop Suspension black + brass 930 Phase dim
Moondrop Suspension black + brass D2W 3000-1800K Phase dim

Moondrop Wall + brass 927 Phase dim
Moondrop Wall + brass 930 Phase dim
Moondrop Wall + brass D2W 3000-1800K Phase dim

IP20

IP20
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MOONBOX MOON ON

MOON D20 ON MOON RECESSED

LED Lm
POWER
CCT-CRI

LED Lm
POWER
CCT-CRI

LED Lm
POWER
CCT-CRI

LED Lm
POWER
CCT-CRI

FINISH FINISH

FINISH FINISH
CUT-OUT

REMARKS REMARKS

REMARKS REMARKS

388 lm
7,4 W - 230 V
2.700 K / D2W (1.800-3.000 K) 
CRI +90

399 lm
8,7 W - 230 V
2.700 K / D2W (1.800-3.000 K) 
CRI +90

529 lm
6,7 W - 230 V
2.700 K / 3.000 K
D2W (1.800-3.000 K) / CRI +90

529 lm
6,7 W @ 180 mA 37 Vdc
2.700 K / 3.000 K
D2W (1.800-3.000 K) / CRI +90

black / alabast white / alabast

black / brass / alabast black / white / alabast
Ø 62 mm

Built in driver / (PD) Phase dim
Globe Ø 100 mm
Alabast is a natural product, every Moon is unique

Built in driver / (PD) Phase dim
Globe Ø 120 mm
Alabast is a natural product, every Moon is unique

Built in driver / (ND) Non dimmable 
Globe Ø 100 mm
Alabast is a natural product, every Moon is unique

Globe Ø 100 mm
Driver not included / for driver matrix see www.exterus.be
Alabast is a natural product, every Moon is unique

A6228B/MB/927/PD
A6228B/MB/D2W/PD

A6228W/ON/927/PD
A6228W/ON/D2W/PD

A6228B/D20/927/ND
A6228M/D20/927/ND

A6228B/MR/927
A6228B/MR/930
A6228B/MR/D2W

A6228W/MR/927
A6228W/MR/930
A6228W/MR/D2W

A6228B/D20/930/ND
A6228M/D20/930/ND

A6228B/D20/D2W/ND
A6228M/D20/D2W/ND

Moonbox 927 Phase dim
Moonbox D2W 3000-1800K Phase dim

Moon On 927 Phase dim
Moon On D2W 3000-1800K Phase dim

Moon D20 ON black 927 Non dim
Moon D20 ON brass 927 Non dim

Moon Recessed black 927
Moon Recessed black 930
Moon Recessed black D2W 3000-1800K

Moon Recessed white 927
Moon Recessed white 930
Moon Recessed white D2W 3000-1800K

Moon D20 ON black 930 Non dim
Moon D20 ON brass 930 Non dim

Moon D20 ON black D2W 3000-1800KNon dim
Moon D20 ON brass D2W 3000-1800K Non dim

Ø 61

Ø 100

138

112

Ø 120 Ø 97

126

Ø 200 Ø 100

93

Ø 100 Ø 80

IP20 IP54

IP20 IP2062mm
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MOON SUSPENSION AT MOON ON AT

MOON ON AT LOW

LED Lm
POWER
CCT-CRI

DIMMING

LED Lm
POWER
CCT-CRI

DIMMING

LED Lm
POWER
CCT-CRI

DIMMING

FINISH FINISH

FINISH

REMARKS REMARKS

REMARKS

529 lm
6,7 W - 48 V
2.700 K / D2W (1.800-3.000 K) 
CRI +90
1-10V / Dali 

529 lm
6,7 W - 48 V
2.700 K / 3.000 K / 
D2W (1.800-3.000 K) / CRI +90
1-10V / Dali 

529 lm
6,7 W - 48 V
2.700 K / 3.000 K / 
D2W (1.800-3.000 K) / CRI +90
1-10V / Dali 

black / alabast black / white / alabast

black / white / alabast

Globe Ø 100 mm
Alabast is a natural product, every Moon is unique

Globe Ø 100 mm
Alabast is a natural product, every Moon is unique

Globe Ø 100 mm
Alabast is a natural product, every Moon is unique

AT6227B/927/A
AT6227B/930/A
AT6227B/D2W/A

AT6228B/927/A
AT6228B/930/A
AT6228B/D2W/A

ATL6228B/927/A
ATL6228B/930/A
ATL6228B/D2W/A

AT6227B/927/DA
AT6227B/930/DA
AT6227B/D2W/DA

AT6228B/927/DA
AT6228B/930/DA
AT6228B/D2W/DA

ATL6228B/927/DA
ATL6228B/930/DA
ATL6228B/D2W/DA

Moon Suspension AT 927 1-10V
Moon Suspension AT 930 1-10V
Moon Suspension AT D2W 3000-1800K 1-10V

Moon On AT 927 1-10V
Moon On AT 930 1-10V
Moon On AT D2W 3000-1800K 1-10V

Moon On AT Low 927 1-10V
Moon On AT Low 930 1-10V
Moon On AT Low D2W 3000-1800K 1-10V

Moon Suspension AT 927 Dali
Moon Suspension AT 930 Dali
Moon Suspension AT D2W 3000-1800K Dali

Moon On AT 927 Dali
Moon On AT 930 Dali
Moon On AT D2W 3000-1800K Dali

Moon On AT Low 927 Dali
Moon On AT Low 930 Dali
Moon On AT Low D2W 3000-1800K Dali

IP20 IP20

IP20
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APOLLO

LED Lm
POWER
CCT-CRI

FINISH
DIMENSIONS

REMARKS

489 lm
6,5 W - 230 V
2.700 K / 3.000 K / CRI +90

white / alabast
80 mm x 320 mm

Built in driver / (DA) Dali / (PD) Phase dim
Alabast is a natural product, every Apollo is unique

A6233W/927/DA
A6233W/930/DA
A6233W/927/PD
A6233W/930/PD

Apollo 927 Dali
Apollo 930 Dali
Apollo 927 Phase dim
Apollo 930 Phase dim

IP20
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JACK single a-track-tif JACK single a-track-tif LOW

JACK DOUBle a-track-tif JACK DOUBle a-track-tif LOW

LED Lm
POWER
CCT-CRI
DIMMING

LED Lm
POWER
CCT-CRI
DIMMING

LED Lm
POWER
CCT-CRI
DIMMING

LED Lm
POWER
CCT-CRI
DIMMING

BEAM**

FINISH
BEAM**

FINISH

BEAM**

FINISH
BEAM**

FINISH

REMARKS
OPTIONS

REMARKS
OPTIONS

REMARKS
OPTIONS

REMARKS
OPTIONS

420 lm
4,2 W
2.700 K / 3.000 K /CRI +90
Dali

420 lm
4,2 W
2.700 K / 3.000 K /CRI +90
Dali

2x 420 lm
8,4 W
2.700 K / 3.000 K /CRI +90
Dali

2x 420 lm
8,4 W
2.700 K / 3.000 K /CRI +90
Dali

16°/25°/48° 
white / black / gun metal / 
bronze / champagne / canon 
fusil / brushed aluminium

16°/25°/48° 
white / black / gun metal / 
bronze / champagne / canon 
fusil / brushed aluminium

16°/25°/48° 
white / black / gun metal / 
bronze / champagne / canon 
fusil / brushed aluminium

16°/25°/48° 
white / black / gun metal / 
bronze / champagne / canon 
fusil / brushed aluminium

only Dali dimmable
C6004	 Jack honeycomb

only Dali dimmable
C6004	 Jack honeycomb

only Dali dimmable
C6004	 Jack honeycomb

only Dali dimmable
C6004	 Jack honeycomb

ATJAWH/927/**
ATJABL/927/**
ATJAGM/927/**
ATJABR/927/**
ATJACH/927/**
ATJACF/927/**
ATJABA/927/**

ATLJAWH/927/**
ATLJABL/927/**
ATLJAGM/927/**
ATLJABR/927/**
ATLJACH/927/**
ATLJACF/927/**
ATLJABA/927/**

AT2JAWH/927/**
AT2JABL/927/**
AT2JAGM/927/**
AT2JABR/927/**
AT2JACH/927/**
AT2JACF/927/**
AT2JABA/927/**

ATL2JAWH/927/**
ATL2JABL/927/**
ATL2JAGM/927/**
ATL2JABR/927/**
ATL2JACH/927/**
ATL2JACF/927/**
ATL2JABA/927/**

Jack Single AT white 927 **
Jack Single AT black 927 **
Jack Single AT gun metal 927 **
Jack Single AT bronze 927 **
Jack Single AT champagne 927 **
Jack Single AT canon fusil 927 **
Jack Single AT brushed alu 927 **

Jack Single AT Low white 927 **
Jack Single AT Low black 927 **
Jack Single AT Low gun metal 927 **
Jack Single AT Low bronze 927 **
Jack Single AT Low champagne 927 **
Jack Single AT Low canon fusil 927 **
Jack Single AT Low brushed alu 927 **

Jack Double AT white 927 **
Jack Double AT black 927 **
Jack Double AT gun metal 927 **
Jack Double AT bronze 927 **
Jack Double AT champagne 927 **
Jack Double AT canon fusil 927 **
Jack Double AT brushed alu 927 **

Jack Double AT LOW white 927 **
Jack Double AT LOW black 927 **
Jack Double AT LOW gun metal 927 **
Jack Double AT LOW bronze 927 **
Jack Double AT LOW champagne 927 **
Jack Double AT LOW canon fusil 927 **
Jack Double AT LOW brushed alu 927 **

ATJAWH/930/**
ATJABL/930/**
ATJAGM/930/**
ATJABR/930/**
ATJACH/930/**
ATJACF/930/**
ATJABA/930/**

ATLJAWH/930/**
ATLJABL/930/**
ATLJAGM/930/**
ATLJABR/930/**
ATLJACH/930/**
ATLJACF/930/**
ATLJABA/930/**

AT2JAWH/930/**
AT2JABL/930/**
AT2JAGM/930/**
AT2JABR/930/**
AT2JACH/930/**
AT2JACF/930/**
AT2JABA/930/**

ATL2JAWH/930/**
ATL2JABL/930/**
ATL2JAGM/930/**
ATL2JABR/930/**
ATL2JACH/930/**
ATL2JACF/930/**
ATL2JABA/930/**

Jack Single AT white 930 **
Jack Single AT black 930 **
Jack Single AT gun metal 930 **
Jack Single AT bronze 930 **
Jack Single AT champagne 930 **
Jack Single AT canon fusil 930 **
Jack Single AT brushed alu 930 **

Jack Single AT Low white 930 **
Jack Single AT Low black 930 **
Jack Single AT Low gun metal 930 **
Jack Single AT Low bronze 930 **
Jack Single AT Low champagne 930 **
Jack Single AT Low canon fusil 930 **
Jack Single AT Low brushed alu 930 **

Jack Double AT white 930 **
Jack Double AT black 930 **
Jack Double AT gun metal 930 **
Jack Double AT bronze 930 **
Jack Double AT champagne 930 **
Jack Double AT canon fusil 930 **
Jack Double AT brushed alu 930 **

Jack Double AT LOW white 930 **
Jack Double AT LOW black 930 **
Jack Double AT LOW gun metal 930 **
Jack Double AT LOW bronze 930 **
Jack Double AT LOW champagne 930 **
Jack Double AT LOW canon fusil 930 **
Jack Double AT LOW brushed alu 930 **

IP20 IP20

IP20 IP20

1918



2120

JACK I4

JACK O4

JACK I6

LED Lm
POWER
CCT-CRI
DIMMING

LED Lm
POWER
CCT-CRI
DIMMING

LED Lm
POWER
CCT-CRI
DIMMING

BEAM**

FINISH

CUT-OUT

BEAM**

FINISH

CUT-OUT

BEAM**

FINISH

CUT-OUT

REMARKS

OPTIONS

REMARKS

OPTIONS

REMARKS

OPTIONS

420 lm
4,2 W @ 48 Vdc
2.700 K / 3.000 K /CRI +90
Dali

420 lm
4,2 W @ 48 Vdc
2.700 K / 3.000 K /CRI +90
Dali

420 lm
4,2 W @ 48 Vdc
2.700 K / 3.000 K /CRI +90
Dali

16°/25°/48° 
white / black / gun metal / 
bronze / champagne / canon 
fusil / brushed aluminium
Ø 35 mm

16°/25°/48° 
white / black / gun metal / 
bronze / champagne / canon 
fusil / brushed aluminium
Ø 35 mm

16°/25°/48° 
white / black / gun metal / 
bronze / champagne / canon 
fusil / brushed aluminium
Ø 45 mm

48 Vdc with Dali on board
driver not included
C6004	 Jack honeycomb

48 Vdc with Dali on board
driver not included
C6004	 Jack honeycomb

48 Vdc with Dali on board
driver not included
C6004	 Jack honeycomb

JAWH/I4/927/**
JABL/I4/927/**
JAGM/I4/927/**
JABR/I4/927/**
JACH/I4/927/**
JACF/I4/927/**
JABA/I4/927/**

JAWH/O4/927/**
JABL/O4/927/**
JAGM/O4/927/**
JABR/O4/927/**
JACH/O4/927/**
JACF/O4/927/**
JABA/O4/927/**

JAWH/I6/927/**
JABL/I6/927/**
JAGM/I6/927/**
JABR/I6/927/**
JACH/I6/927/**
JACF/I6/927/**
JABA/I6/927/**

Jack I4 white 927 **
Jack I4 black 927 **
Jack I4 gun metal 927 **
Jack I4 bronze 927 **
Jack I4 champagne 927 **
Jack I4 canon fusil 927 **
Jack I4 brushed alu 927 **

Jack O4 white 927 **
Jack O4 black 927 **
Jack O4 gun metal 927 **
Jack O4 bronze 927 **
Jack O4 champagne 927 **
Jack O4 canon fusil 927 **
Jack O4 brushed alu 927 **

Jack I6 white 927 **
Jack I6 black 927 **
Jack I6 gun metal 927 **
Jack I6 bronze 927 **
Jack I6 champagne 927 **
Jack I6 canon fusil 927 **
Jack I6 brushed alu 927 **

JAWH/I4/930/**
JABL/I4/930/**
JAGM/I4/930/**
JABR/I4/930/**
JACH/I4/930/**
JACF/I4/930/**
JABA/I4/930/**

JAWH/O4/930/**
JABL/O4/930/**
JAGM/O4/930/**
JABR/O4/930/**
JACH/O4/930/**
JACF/O4/930/**
JABA/O4/930/**

JAWH/I6/930/**
JABL/I6/930/**
JAGM/I6/930/**
JABR/I6/930/**
JACH/I6/930/**
JACF/I6/930/**
JABA/I6/930/**

Jack I4 white 930 **
Jack I4 black 930 **
Jack I4 gun metal 930 **
Jack I4 bronze 930 **
Jack I4 champagne 930 **
Jack I4 canon fusil 930 **
Jack I4 brushed alu 930 **

Jack O4 white 930 **
Jack O4 black 930 **
Jack O4 gun metal 930 **
Jack O4 bronze 930 **
Jack O4 champagne 930 **
Jack O4 canon fusil 930 **
Jack O4 brushed alu 930 **

Jack I6 white 930 **
Jack I6 black 930 **
Jack I6 gun metal 930 **
Jack I6 bronze 930 **
Jack I6 champagne 930 **
Jack I6 canon fusil 930 **
Jack I6 brushed alu 930 **

IP20

IP20

IP20

35mm

45mm

JACK2

LED Lm
POWER
CCT-CRI
DIMMING

BEAM**

FINISH

REMARKS

OPTIONS

420 lm
4,2 W @ 48 Vdc
2.700 K / 3.000 K /CRI +90
Dali

16°/25°/48° 
white / black / gun metal / 
bronze / champagne / canon 
fusil / brushed aluminium

need of jackpoint according to application
48 Vdc with Dali on board
driver not included
C6004	 Jack honeycomb

JA2WH/927/**
JA2BL/927/**
JA2GM/927/**
JA2BR/927/**
JA2CH/927/**
JA2CF/927/**
JA2BA/927/**

Jack 2 white 927 **
Jack 2 black 927 **
Jack 2 gun metal 927 **
Jack 2 bronze 927 **
Jack 2 champagne 927 **
Jack 2 canon fusil 927 **
Jack 2 brushed alu 927 **

JA2WH/930/**
JA2BL/930/**
JA2GM/930/**
JA2BR/930/**
JA2CH/930/**
JA2CF/930/**
JA2BA/930/**

Jack 2 white 930 **
Jack 2 black 930 **
Jack 2 gun metal 930 **
Jack 2 bronze 930 **
Jack 2 champagne 930 **
Jack 2 canon fusil 930 **
Jack 2 brushed alu 930 **

IP20

JACKPOINT TRIMLESS

JACKPOINT STRETCH CEILING

JACKPOINT CANOPY

FINISH
CUT-OUT

FINISH

FINISH
CUT-OUT

REMARKS

REMARKS

REMARKS

anodised aluminium
Ø 35 mm

anodised aluminium

white / black
Ø 45 mm

plasterkit for Jack2

driver not included

designed for cold stretch ceiling systems
driver not included

supplied with blade springs
driver not included

C6001

C6002

C6003/W
C6003/B

Jackpoint Trimless

Jackpoint Stretch ceiling

Jackpoint Canopy white
Jackpoint Canopy black

35mm

45mm



GRIDLINE

LED Lm
POWER
CCT-CRI
DIMMING
BEAM
PROFILE COLORS

GRID COLORS
MOUNTING

White (WH) Black (B) Rose Gold (RG) Black Chrome (BC) Matt Gold (MG)

> P profile color / G grid color / D dimming / C ceiling mounting

REMARKS

346 lm/module
3,5 W/Grid module
2.700 K / 3.000 K /CRI +90
Non-dim (ND) / Phase dim (PD) / 1-10V (A) / Dali (DA)
42,5° 
white (W) / black (B) / gun metal (GM) / bronze (BR) / champagne (CH) / 
brushed aluminium (A)
white (WH) / black (BL) / rose gold (RG) / black chrome  (BC) / matt gold (MG)
On (O) / Suspension (S) / Suspension + uplight (SU)

built in driver
up- & downlight are controlled seperately
other lengths available on demand
1.160 mm: 	 7 modules (27,5 W)
1.480 mm:	 9 modules (35 W)
1.795 mm:	 11 modules (43 W)
2.275 mm:	 14 modules (55 W)

GLP/1160/927/G/D/C
GLP/1480/927/G/D/C
GLP/1795/927/G/D/C
GLP/2275/927/G/D/C
GLP/3D/927/G/D/C
GLP/4D/927/G/D/C
GLP/5D/927/G/D/C

Gridline 1.160 mm 927
Gridline 1.480 mm 927
Gridline 1.795 mm 927
Gridline 2.275 mm 927
Gridline 3x Grid 1.160 mm 927
Gridline 3x Grid 1.480 mm 927
Gridline 3x Grid 2.275 mm 927

GLP/1160/930/G/D/C
GLP/1480/930/G/D/C
GLP/1795/930/G/D/C
GLP/2275/930/G/D/C
GLP/3D/930/G/D/C
GLP/4D/930/G/D/C
GLP/5D/930/G/D/C

profile colors

                grid colors

Gridline 1.160 mm 930
Gridline 1.480 mm 930
Gridline 1.795 mm 930
Gridline 2.275 mm 930
Gridline 3x Grid 1.160 mm 930
Gridline 3x Grid 1.480 mm 930
Gridline 3x Grid 2.275 mm 930
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Exterus BV

Kachtemsestraat 190
8800 Roeselare
Belgium

info@exterus.be
www.exterus.be

t +32 (0)51 251 281
f +32 (0)51 694 995

Please check our website for our
full product range and dealer listing:

www.exterus.be


